






Technical Specifications

Titration Method: Coulometric Karl Fischer titration
Electrolysis Control: Patented “ACE” control system GB2370641
End Point Detection: AC polarisation
End point indication: Visual display/print out/acoustic beep
Measuring range:
 Possible 1µg - 100mg water
 Typical 1µg - 10mg water
Moisture range: 1ppm - 100% water
Max. sensitivity: 0.1µg
Max. titration speed: 2.0 mg per minute
Max. current: 400 ma
Drift compensation: Automatically controlled
Precision: 10-100µg ± 3µg, 100µg-1mg ±5µg, 
  above 1mg ±0.5%
Start delay time: 0-30 minutes, user selectable
End delay time: 0-30 minutes, user selectable
Calculation modes: Weight/weight, (W/w)
(user programmable) Weight/dilution ratio, (W/K)
  Volume/density, (V/SG)
  Volume/volume, (V/v)
Display format: µg, mg/kg, ppm, %
Print format: µg, mg/kg, ppm, %
Statistics: max, mean, min values up to 99 runs
Method storage: 10 user programmable methods
Sample ID number: User programmable
Stirrer speed: Microprocessor controlled
Languages: Multi languages – user selectable
Calendar/clock: Analysis time & date print out
Battery low indicator: Display & print out indication 
Data outputs:  USB and RS232 ports
Removable Data storage: Flash drive (memory stick)
Data Entry: 15 key touchpad
Display: 40 character alphanumeric backlit LCD
Printer: 42 character high speed thermal printer
Power supply: 90-264V AC, 47-63 Hz. 
  12V DC car adapter/internal battery
Dimensions: 250 x 245 x 120 mm
Weight: 3.5 kg

Part No. Product

71000 Aquamax KF Moisture Meter

Supplied Accessories (also available as spare items)

71-0102 Titration Vessel

71-0103 Detector electrode

71-0104 Generator electrode (with frit)

71-0106 Desiccant tube & cap

71-0107 Injection septa (pack 10)

71-0108 Glass syringe 1ml

71-0109 Luer needle

71-0119 Thermal paper roll

101005 Results Manager software package

Optional Accessories

201109 Carry Case

61000 Cou-Lo Formula reagents pack

Ordering Information

About G.R. Scientific

The key personnel at G.R. Scientifi c are recognised experts 
in coulometric Karl Fischer titration technology. They have 
designed and manufactured coulometric titrators since the 
early 1980’s and are widely regarded as some of the leading 
specialists in this technique. G.R. Scientifi c also manufacture KF 
titrators for several OEM (private label) customers. 

G.R. Scientifi c Limited, P.O. Box 242, Ampthill
Bedfordshire, MK45 5AQ United Kingdom

tel: +44 1525 404747      fax: +44 1525 404848      info@grscientifi c.com      www.grscientifi c.com

The Company reserves the right to change the specifi cation or design 
without prior notice. Cou-Lo and Aquamax KF are registered trade marks 
of G.R. Scientifi c Ltd. 
ACE Control System patented technique owned by G.R. Scientifi c Ltd.

For additional 
technical information, 
specifi cations, MSDS data, user manuals, 
and exhibition news, visit our website at:

www.grscientifi c.com


